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Sourced/ Supplied under QMS

RBA4330-001
200mm x 200mm

RBA4330-002
200mm x 200mm

Materials & Features
Manufactured from a single piece of marine grade stainless steel. 
Incorporated braille and tactile elements are raised to comply with 
the Building Code of Australia. Vandal and fade resistant, making the 
signs suitable for indoor and outdoor use.

Technical Detail
Material:          1.6mm, #316 Stainless Steel

Installation
Signs are suitable to be mounted directly onto flat surfaces including 
gyprock, painted timber, glass etc. RBA recommends that signs be 
secured using clear window/glass silicone. Refer AS1428.1 and local 
building codes for mounting heights and locations.

Related Products
RBA4330-800 Series      Polycarbonate Braille & Tactile Signs

RBA4330-006
200mm x 200mm

RBA4330-016
200mm x 200mm

RBA4330-022
250mm x 200mm

RBA4330-023
250mm x 200mm

RBA4330-026
250mm x 200mm

RBA4330-018
300mm x 200mm

RBA4330-019
300mm x 200mm

RBA4330-020
250mm x 200mm

RBA4330-021
250mm x 200mm

RBA4330-024
300mm x 200mm

RBA4330-025
300mm x 200mm

RBA4330-029
250mm x 200mm

RBA4330-030
250mm x 200mm

RBA4330-028
250mm x 200mm

Braille  & Tactile Signs - Stainless Steel
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