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As improvements in the design and performance of RBA products are continuous, specifications may be subject to change without notice.
The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 07/25 © 2025 by RBA Group  TD/Model RBA8511-101/0725

Materials & Feature 
Easily adjustable, pneumatically operated and simple to install, 
the Air-Trol Single Pneumatic Valve Combo is the ideal choice for 
installation into all commercial or institutional showers, basins and 
bubblers. Each valve can be located up to 3m from the pneumatic 
push button, allowing remote installation. It features a non-hold 
design and requires no electricity to function. Valve runtime can be 
simply adjusted onsite [for more information refer to our installation 
instructions]. This kit includes the RBA8511-122-110 Single Air-
Trol, 1x RBA2566-511-001 Stainless Pneumatic Button and suitable 
tubing.

Technical Detail 
Inlet: 			   DN 1/2” BSP
Outlet: 			   DN 1/4” PE Tube
Supply Pressure: 		  200-500kPa
Flow Time: 		  5-50 seconds [adjustable] 
Maximum Water Temp: 	 50°C 

Available Models 
RBA511-101		  Air-Trol Single Pneumatic Valve Combo

Related Products 
RBA8000-999-001		 1/4” PE tube to suit connection to fixture (1m length)
RBA8000-999-002		 1/8” PE tube to suit connection to push button (1m length)
RBA8519-114		  5 Star [5.8L/m] Coolum Commercial Showerhead 
RBA8511-201		  Air-Trol Double Pneumatic Valve Combo

Installation 
Valve is typically concealed behind the wall but can also be installed in the ceiling. Pneumatic valves should always be installed in
accordance with local codes and pipe sizing should be specified by a qualified Hydraulic Services Consultant. If maximum supply 
pressure exceeds 500kPa, a limiting valve must be fitted. Valve should be protected from freezing at all times.

For best results, unit should be inspected and cleaned regularly as per the instructions in the RBA Product Warranty, Cleaning Care Guide, available on our websites.
Note: For Australia, Installation shall be in accordance with the PCA [Plumbing Code of Australia] and any relevant local authority requirements. 
Important: Installation instructions and current rough-in details should be furnished with each fixture. Do not rough in without certified dimensions. Dimensions are subject to 
manufacturer’s tolerance of +/-10mm. 
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