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*All dimensions in mm

As improvements in the design and performance of RBA products are continuous, specifications may be subject to change without notice.
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Model RBA1055-Series

Important: Installation instructions and current rough-in details should be furnished with each fixture. Do not rough in without certified dimensions. Dimensions are subject to 
manufacturer’s tolerance of +/-10mm.

70
m

m

G 3/4"

32
m

m

64.5mm (min)

80.5mm (max)

G 3/4" Ø70mm

Sourced/ Supplied under QMS

Materials & Features
Self-closing shower valve is designed for public washrooms, 
aquatic centres, schools, change rooms, stadiums & surf clubs. 
Single connection, valve will deliver cold or pre mixed water, single 
temperature only. Valve is activated by pushing the button, flow will 
cease when preset time is achieved. Valve cartridge is self-cleaning 
& can be installed flush to wall for ligature and vandal resistance.

Technical Detail
Valve Body:       DZR Brass, Chrome plated
Inlet Connection:       20mm BSP (3/4”)
Flow Time:       7-10 seconds or 20-30 seconds (nominal)
Operating Pressure:     200 – 500 kPa
Supply:        Single temp (Max. 55oC)
Force to activate:        20N @ 300 kPa

Available Models
RBA1055-510   Self Closing Shower Valve, 7 - 10 Seconds
RBA1055-530   Self Closing Shower Valve, 20 - 30 Seconds

Related Products
RBA8519-107   Commercial Showerhead
RBA4171-101   Shower Curtain Rail Kit
RBA8132-100   Recessed Soap Dish
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